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BOILER MODEL CLM120 CLM150 CLM180 CLM210 CLM240 CLM270 CLM300

MBH 1,200 1,500 1,800 2,100 2,400 2,700 3,000

(KW) 351.6 439.5 527.4 615.3 703.2 791.1 879.0

MBH 978 1,223 1,467 1,712 1,956 2,201 2,445

(KW) 286.6 358.2 429.8 501.5 573.1 644.7 716.4

HP 29 37 44 51 58 66 73

(KW) 286 358 429 501 573 644 716

INCHES 1.00 1.00 1.00 1.00 1.00 1.00 1.00

(CM) 2.54 2.54 2.54 2.54 2.54 2.54 2.54

NUMBER OF TUBES 36 45 54 63 72 81 90

PRESSURE VESSEL

GAL 38 47 55 63 71 80 88

(L) 143.8 177.9 208.2 238.5 268.7 302.8 333.1

SQ FT 145 180 215 251 287 322 360

(SQ M) 13.5 16.7 20.0 23.3 26.7 29.9 33.5

LBS 3,000 3,510 4,025 4,535 5,050 6,010 6,150

(KG) 1,360.8 1,592.1 1,825.7 2,057.1 2,290.7 2,726.1 2,789.6

LBS 2,250 2,675 2,975 3,475 3,900 4,400 4,800

(KG) 1,020.6 1,213.4 1,349.5 1,576.3 1,769.0 1,995.8 2,177.3

VOLUME

HEATING SURFACE

OPERATING WEIGHT

SHIPPING WEIGHT

INPUT

OUTPUT*

BOILER HORSEPOWER*

TUBE DIAMETER

* Output and Boiler HP based on an average natural gas combustion effiiciency.


