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HE-RV350 HE-RV400 HE-RV450 HE-RV500

MBH 3,500 4,000 4,500 5,000

(KW) 1,025.5 1,172.0 1,318.5 1,465.0

MBH 2,975 3,400 3,825 4,250

(KW) 871.7 996.2 1,120.7 1,245.2

HP 89 102 114 127

(KW) 870.9 995.4 1,119.8 1,244.2

INCHES 1.50 1.50 1.50 1.50

(CM) 3.81 3.81 3.81 3.81

47 55 61 67

GAL 170 196 212 235

(L) 643.5 741.9 802.4 889.5

SQ FT 663 774 869 963

(SQ M) 61.6 71.9 80.8 89.5

LBS 8,932 9,925 10,775 11,811

(KG) 4,051.7 4,502.0 4,887.7 5,357.6

LBS 7,515 8,291 9,008 9,852

(KG) 3,408.8 3,760.8 4,086.0 4,468.9

SHIPPING WEIGHT

BOILER MODEL

NUMBER OF TUBES

PRESSURE VESSEL 
VOLUME

HEATING SURFACE

OPERATING WEIGHT

INPUT

OUTPUT*

BOILER HORSEPOWER*

TUBE DIAMETER

* Output and Boiler HP based on an average 85% natural gas combustion effiiciency.


